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  Controller Link
™
 

Internet Communication 
 
• Wi-Fi or wired Ethernet. 
• Controller Link gets local weather conditions 

from real ET weather stations. 
• Remote Internet Access to monitor and 

manage irrigation. 

Controls Irrigation Right 
 
• Once moisture from the 

last watering has 
evaporated, it is time to 
water again. 

• Based on evaporation and 
rainfall measurements, 
Controller Link maintains 
a running moisture balance to decide when watering is needed. 

• The Controller Link Program Start Sensor detects the start of a 
watering cycle.  Then, the Controller Link will either allow or 
interrupt watering by interrupting or enabling the valve common.    

  
Plants are healthier because deep, less frequent watering assures 

roots a proper balance of air and water.   

Remote Internet Access 
 
• Log in to your Weather Reach Access 

account to monitor irrigation. 
• View settings, status and logs. 
• Make adjustments. 
• Remote management saves you time 

and money. 
 

Save Money 
 
• Efficient water use - Irrigate only when needed. 
• Documented water savings up to 70%.  
• Remote Internet Access save travel time and expense. 
 
Easy to use 
 
• Controller Link is smarter, interactive and 

more intuitive. 
• At-a-glance watering status.  

Add Controller Link to any conventional 
sprinkler controller to automatically manage 
irrigation schedules.   

Smart irrigation for any controller. 
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Ordering Information 
Part 

Number 
Description 

CLw Weather Reach® Wi-Fi Controller Link™  

CLe Weather Reach® Ethernet Controller Link™   

WR-PRG Pronamic Rain Gauge (1mm/ tip) 
w/ 30' Cable & Mounting Bracket 

WRA Weather Reach Access — 
Remote Internet Monitoring  

Accessories  

How it works 

Controller Link retrieves local weather 
conditions each hour, via the Internet, from a 
Weather Reach Server.  Based on evaporation, 
rainfall and user settings, Controller Link 
maintains a running moisture balance for each 
of the four programs.  Once evaporation has 
depleted soil moisture to the allowed level, it 
is time to water.  Controller Link will allow 
watering by enabling the valve common.    

Weather Data 
• Hourly weather data from ET Weather Stations is collected and stored on Weather Reach Servers.   
• ET Weather Stations continuously monitor five high-quality sensors: 
 Solar Radiation 
 Temperature 
 Wind 
 Humidity 
 Rain 
• Local ET Weather Stations are well maintained. 
• Weather data from public ET Weather Stations is free; no subscription is needed.   
• Private weather station networks, managed by Weather Reach Service Providers, offer data subscriptions. 
 
Weather Reach Access 
Subscribe to Weather Reach Access, an optional service, to use the Internet to view Controller Link status, settings and logs.  
Weather Reach Access enables you to make changes from anywhere with Internet access.  Contract Irrisoft, Inc. for pricing.   
 
Rainfall 
Rain measurements are used from one of three sources: 
• Local weather station – Rainfall amounts are retrieved from a Weather Reach Server. 
• Local rain station – Rainfall amounts are retrieved from a Weather Reach Server. 
• On-site – Connect a tipping bucket rain gauge the Controller Link.  
 
Flow Sensor Input 
• Tracks actual water use. 
• Interrupts watering when a pipe breaks. 
 
Weather Interrupt 
Controller Link can also suspend irrigation. 
Four interrupts may be programmed: 
• Low temperature. 
• High wind speed. 
• 1-Hour and 24-Hour rainfall. 
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        One weather station…  
            ...thousands of  landscapes. 

ET Weather Station 

Specifications 
• Power Supply: 20 to 30-volt AC 50/60Hz or 10 to 35 VDC @ 0.3 Amp max 
• Valve Common Contact Load: 4 Amp maximum @ 30-volt AC 
• Operating Temperature Range: 5º to 149ºF (-15° to 65°C) 
• Terminal Wire Gauge: 14 to 20 AWG 
• Sensor Wire Gauge: 18 to 26 AWG 
• Ground Lug Wire Gauge: 10 to 18 AWG 
• Program Start Sensor: 4 Programs (A B C D) Input 20 to 30 volts AC 
• Operating Modes: 

  Program Start (Typical) 
  Water Window 
  ET Pulse - output to compatible ET Controllers (Normally Open) 
  ET Trigger 
• Tipping Rain Gauge Sensor Voltage: 5 VDC (NO or NC 1mm or 0.01” /tip) 
• Flow Sensor: 

Type: Variable frequency 
Excitation voltage: 9 VDC 
Maximum sensor current: 40 milliamp 
Maximum sensor frequency: 400 Hz 
Minimum pulse width: 1 millisecond 

• Ethernet: RJ-45 10/100BASE-T, TCP/IP, DHCP 
• Wi-Fi: 802.11 b/g  Secure authentication - WEP-128, WPA-PSK (TKIP), 

WPA2-PSK (AES) 
• USB: Micro AB - OTG 
• Cabinet: Wall mount, weatherproof, UV- and impact-resistant IP55, NEMA 3R 
• Dimensions: 5" wide x 8” high x 2” deep (12.7 x 20.3 x 5.1 cm) 


